Schörghuber
hotel doors
In the hotel and dining sector doors and glazings have to
fulfil special requirements: best acoustic insulation properties
are supposed to ensure a perfectly private atmosphere for
the guests in their rooms and suites. The design is another
important aspect of hotel doors, as it is often part of the
overall brand communication of the hotel. Depending on the
interior, a great variety of designs, from classical to modern
can be implemented.
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Hotel doors for all purposes
Hotel room entrance doors
Hotel room entrance doors are the first to welcome guests with their design and style reflecting the
overall design concept of the hotel. Their basic characteristics consist of the insulation of noise and
sounds as well as protection from unauthorized access. In addition to sound insulation, hotel room
entrance doors often offer additional vital functions such as burglary protection and fire and smoke
protection. At the same time, their visual appearance must not be neglected. The doors must match
the design line of the hotel and harmonise with the room furnishings and hotel hallway.

Doors for public areas
These doors provide guests with access to the hotel lobby, the restaurant, the bar, meeting and
conference rooms as well as toilets. Hallway doors also belong to this category, they must secure
the escape route in emergencies and offer quick access to emergency exits. Functionality
and design are key elements. As these doors are frequently used, they must resist heavy wear.
In addition to protective functions, large dimensions and easy handling are their key characteristics.
The design of the door is also an important aspect, as a noble interior design accentuates the brand
communication of the hotel.

Doors in the bathroom and wellness areas
The demands on doors in bathrooms, wet areas, spas and wellness areas are quite different.
They must match the design concept and convey a harmonious ambiance. The protection against
moisture and wetness is a crucial factor for the durable quality of the door sets. The doors must
be very robust and easy to clean. If wooden frames are used for visual reasons, we recommend
the use of invisible moisture protection on the bottom edge of the frame to prevent damage
from moisture.
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Functions and equipment
Design examples

Equipment options
Light & Brilliance surface finish collection
The Light & Brilliance collection consists of four very
smooth high-gloss surface finishes. It includes the
colours white, grey, anthracite and black in unique
brilliance and depth. Light effects and reflections
give the door and frame an unmistakable personality.

Fittings

Acoustic insulation

Exclusive design lever handles can be selected from the Schörghuber Komé
collection created in co-operation with Randi. Various surface finishes, such
as polished stainless steel, bronze or unpolished variations cleverly highlight
the door design. Flush-fitting inserted rose escutcheons are synonymous with
a straight-forward design. Concealed hinges and concealed closers follow the
trend of limiting visible structures. Locks with sound absorption offer increased
comfort as they ensure quiet closing of the door.

The sound insulation certificate applies to the entire door set. To reach the
required sound insulation value, the door leaf and frame should be fitted as
a unit by a single manufacturer. DIN 4109 requires doors in hotels between
hallways bedrooms to have an acoustic insulation value of at least Rw,P = 37 dB.
Schörghuber offers approved sound insulation values of up to Rw,P = 50 dB.

Hotel room entrance door with edge guard
Hotel room entrance doors must offer a wide variety of functions while at the same time match the
design line of the hotel. Doors of type 13 with 50 mm door thickness as a flush-fitting version reach
a sound insulation value of up to Rw, P = 42 dB, while the 2 mm ABS edge (1) prevents damage.
The 3-part wooden wrap-around frame with wall thickness compensation can be equipped with
an additional edge guard (2) with various surface finishes. An enlarged frame face of up to 400 mm
can cleverly incorporate door terminals, with the placement of digital door signs or access controls
(3) as additional options.

Access control

Wood & Veneer stained pattern collection

Conference room door with aluminium frame “Zeroline”

Fitting the doors with standard access control systems is possible within the
approval range. Intelligent systems can be integrated into the door system.
These can be conveniently controlled by smartphones, allowing the noncontact opening of the door without keys or cards. Self-locking motor locks
increase the comfort through motorised release. The automatic self-locking
mechanism ensures safe locking once the door falls shut.

The Schörghuber Wood & Veneer stained pattern collection is based on
American white oak. It was created for high-quality door surfaces with
an accentuated design. The stained pattern collection emphasizes these
characteristics without overriding the fine grain and natural feel. A total
of 13 modern colour variation are available in natural matt or silk matt.
For that perfect look, doors are available with vertical and horizontal
veneer, while wooden frames are available with vertical veneer.

The conference room door is distinguished by acoustic insulation, large dimensions and an attractive
design. The frameless look of the double-leaf type 6 door with Rw,P = 45 dB in combination
with the concealed aluminium frame “Zeroline” is the epitome of minimalist architectural design
with functional aspects. As a concealed frame design in combination with the flush door leaf
and concealed hinges the door appears flush with the wall. The special aluminium profile is fully
integrated into the wall during fitting and fulfils fire, smoke and burglary protection as well as
acoustic insulation requirements.

Wooden block frames with aluminium
edge recess
One design variation is the wooden block frame with
aluminium edge recess and plaster profile. A plaster
net that can be clicked into the frame profile ensures
a solid connection between the frame and the wall
while preventing hair-line cracks. An edge recess of
5, 10 or 13.5 mm with various surface finishes offers
unlimited design options.

Double door sets
Double door sets offer acoustic insulation values
of up to Rw,P = 57 dB. They consist of the
combination of two sound insulation door sets
that optimally complement each other. At the
same time, fire, smoke and burglary protection
requirements can be implemented.
Recess doors
Recess doors offer a high degree of functionality
in limited spaces, as frequently found in hallways.
As the fully opened door leaves are flush inside
the wall, the maximum passage width remains
available.
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Hotel doors in action
01

01 Hotel Riu Plaza Berlin

T90 fire/smoke protection/acoustic insulation door Rw,P = 32 dB
type 24 with split steel frame and trapezoid anchor fastening, HPL
laminate, panic lock, slide rail door closer with electro-mechanical
hold-open device, dimensions 2000 x 3000 mm.

02 Hotel Tegernsee

Acoustic insulation door Rw,P = 42 dB type 5 with folded wooden
frame, bolted fastening, oak horizontally veneered, stained according
to pattern, concealed closer.

02

03

03 Hotel Marriott am Steinplatz, Berlin

Smoke protection solid wood framed door type 25 with
solid wooden frame, premium colour coating RAL 9004
Signal black, floor-mounted door closer

